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BRANDSTETTER
CARROLL INC
ARCHITECTS . ENGINEERS . PLANNERS

Lexington . Cincinnati .  Cleveland . Dallas

13118

Double Oaks

May 09, 2015

CONSTRUCTION
DOCUMENTS

Family Aquatic Center

These plans and specifications are to be provided only as a full and complete set
of documents and can be obtained digitally at no cost from the County’s

authorized Design Consultant as indicated in the Notice-to-Bidders.

Prime Contractors wishing to submit a bid for this project must provide a
MANDATORY written Letter-of-Interest to the County’s authorized Design

Consultant at least 48 hours in advance of the bid opening in order to be placed
on the official Bidders List for automatic distribution of potential addenda and
offered consideration by the County as a responsive bidder. Bids submitted by

Prime Contractors that have not provided a Letter-of-Interest may be considered

non-responsive.

If a contractor obtains a set of Contract Documents (plans and specifications)
from any source other than the County’s authorized Design Consultant, it will be
that contractor’s responsibility to obtain any addenda. If a contractor bids any
portion of these plans without receiving the full and complete set of plans and

specifications, they will do so at their own risk. If such bid is accepted by the
County, the Contractor is liable for all work as described in the Plans,

Specifications, and Addenda.

Mecklenburg County
Charlotte, North Carolina

Date of Issue:

Prepared by:
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Project Team / Agencies & Utilities

Brandstetter Carroll, Inc.
2360 Chauvin Drive
Lexington, Kentucky 40517
Phone: (859) 268-1933
Fax: (859) 268-3341

CIVIL ENGINEER

STRUCTURAL ENGINEER:

MECHANICAL & ELECTRICAL ENGINEER:

OWNER GROUP:

Alfred Benesch & Company
2320 West Morehead Street
Charlotte, North Carolina 28208
Phone: (704) 521-9880
Fax: (704) 521-8955

WATER, GAS & SEWER SERVICE:

ELECTRIC SERVICE:

SKA Consulting Engineers, Inc.
4651 Charlotte Park Drive, Suite 150
Charlotte, North Carolina 28217
Phone: (704) 424-9663
Fax: (704) 424-9665

ARCHITECT OF RECORD:

Optima Engineering
1927 South Tryon Street, Suite 300
Charlotte, North Carolina 28203
Phone: (704) 338-1292
Fax: (704) 338-9974

Mecklenburg County Asset and
Facility Management
3205 Freedom Drive, Suite 101
Charlotte, North Carolina 28208

Duke Energy
526 South Church Street
Charlotte, North Carolina 28202

Charlotte-Mecklenburg Utilities
600 East 4th Street
Charlotte, North Carolina 28202

Construction Type:                   5B (Table 503 & Section 503)

Use Group:   A3 (Section 303)

Building Floor Area:               Unlimited (Table 503)
(Allowed)

Building Floor Area:               2,367 gsf 1,871 nsf
(Actual)

Building Perimeter:                   306 Lineal Feet

Building Height:                        Unlimited
(Allowed)

Exit Access Travel Distance:           200'-0" (Non-Sprinklered) (Table 1016.1)

POOL DESIGN DATA

Use Group:                          A3 (Section 303)

Pool Surface Area:                  5,906 sf

Pool Volume:                     154,300 gal

Deck Area: 7,860 sf

OCCUPANT LOAD:

Building   
Business: 241 sf / 100 sf per person = 3
Mech/Equip: 573 sf / 300 sf per person = 2

Pool 5,906 sf / 50 sf per person = 119
Deck 7,860 sf / 15  sf per person = 524

Total 648

PLUMBING FIXTURE REQUIREMENTS:

REQUIRED:  Male
   3

       -
   2

     0
        

Water Closet
Urinal

Lavatory
Showers

Drinking Fountain: 2
Service Sink: -

Female
   5
   -
   2
   0
   

ACTUAL :   Male
       3
         3

        3
         3

Water Closet
Urinal

Lavatory
Shower

Drinking Fountain: 2 (1 High / Low Combo)
Service Sink: 1

(3) Single Head Deck Showers

Female
   5
   -
   5
   4

Code Data 2012 North Carolina Building Code

2902.1, 2012 North Carolina Building Code

1004.1.1, 2012 North Carolina Building Code

A3 USE GROUP PER
THE PLUMBING
REVIEWER, VIKKI
STOKES

A3 USE GROUP PER
THE PLUMBING
REVIEWER, VIKKI
STOKES

Area Map

Vicinity Map
SITE:
2014 STATESVILLE AVENUE
CHARLOTTE, NC 28206
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5'-0"
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"
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2'-6"

4
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0
"

5'-0"

CEILING ASSEMBLY IS TO BE 1
HOUR RATED. REFER TO D4/A-301

TRAVEL DISTANCE FOR EGRESS:

EGRESS PATH 1 = 52'-0"
EGRESS PATH 2 = 36'-0"
EGRESS PATH 3 = 32'-0"

    FE FIRE EXTINGUISHER WALL MOUNTED

CLEAR ADA FLOOR SPACE

-ALL INTERIOR WALL ASSEMBLIES AT THE LOCKER ROOMS ARE
TO EXTEND TO THE BOTTOM OF THE DECKING ABOVE UNLESS
NOTED OTHERWISE.

-ALL INTERIOR WALL ASSEMBLIES AT THE ADMINISTRATION AND
FILTRATION AREAS ARE TO EXTEND TO STRUCTURE UNLESS
NOTED OTHERWISE.

1 HOUR RATED ASSEMBLY, REFER TO D5/A-301

6' TALL SELF CLOSING
AND SELF LATCHING
4' WIDE EGRESS
GATE WITH PANIC
HARDWARE AND
AUDIBLE ALARM.
REFER TO D1/CP-503.

DOUBLE 4' WIDE LOCKABLE
MAINTANCE GATES. REFER
TO D2/CP-503.

3 SINGLE DECK HEAD
DECK SHOWER SHOWERS,
REFER TO P-102, TYP.

6' TALL SELF
CLOSING AND
SELF LATCHING 4'
WIDE EGRESS
GATE WITH PANIC
HARDWARE AND
AUDIBLE ALARM.
REFER TO
D1/CP-503.

8' CIRCULATION
PATH AT  PERIMETER
OF POOL, TYP.

6' TALL SELF CLOSING AND
SELF LATCHING 4' WIDE
EGRESS GATE WITH PANIC
HARDWARE AND AUDIBLE
ALARM. REFER TO
D1/CP-503.

4' TALL FENCE
UNDER SLIDE

CANE RAIL
UNDER STAIR

6' TALL DECORATIVE FENCE
AROUND PERIMETER OF
POOL FACILITY.  REFER TO
D1 & D2/CP-503 AS WELL AS
D1 & D2/A-502.

6' TALL ENTRY GATES TO
REMAIN OPEN DURING
HOURS OF OPERATION,
REFER TO C1/A-201.

4' TALL SELF
CLOSING AND
SELF LATCHING
'3 WIDE INGRESS
/ EGRESS
GATES, REFER
TO C2/A-201.
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General Information

Double Oaks

May 09, 2015

Family Aquatic Center

Typical ADA Mounting Heights Drawing Index
General

CVR Cover

G-101 General Information

G-102 Appendix B

G-103 Appendix B

Civil

C-000 Boundary and Topographical Survey

C-100 Existing Conditions / Demolition Plan

C-200 Site Plan

C-201 Driveway Sight Distance Plan & Profile

C-300 Erosion Control Plan

C-301 Grading and Drainage Plan

C-400 Utility Plan

C-500 Landscape Plan

C-600 Site Construction Details

C-600.1 Site Construction Details

C-601 Site Construction Details

C-602 Site Construction Details

C-603 Site Construction Details

C-604 Site Construction Details

C-605 Irrigation Layout

Pool

CP-101 Pool Dimensional Plan

CP-102 Pool Layout Plan

CP-103 Grading & Drainage

CP-104 Pool Piping Plan

CP-301 Sections

CP-401 Filter Room Layout

CP-501 Details

CP-502 Details

CP-503 Details

CP-601 Pool Equipment Schedules

CP-602 Process Flow Diagrams

Structure

S-000 Structural Notes

S-101 Foundation Plan

S-102 Roof Framing Plan

S-201 Sections and Details

S-202 Sections and Details

S-203 Sections and Details

S-301 Statement of Special Inspections

Architectural

A-101 Floor Plan

A-102 Roof Plan

A-201 Bath House Elevations

A-301 Wall Sections

A-302 Wall Sections

A-303 Wall Sections

A-501 Door, Window, and Louver Details

A-502 Details

Plumbing

P-001 Plumbing Legend, Notes and Specifications

P-002 Plumbing Schedules and Details

P-101 Waste and Vent Floor Plan - Plumbing

P-102 Water Supply Floor Plan - Plumbing

Mechanical

M-001 Mechanical Notes

M-002 Mechanical Details

M-101 Mechanical Plan

Electrical

E-001 Electrical Notes and Legends

E-002 Electrical Specifications

E-003 Lighting Fixtures Schedule and Notes

E-004 Electrical Details

E-005 Electrical Details

E-101 Floor Plan Lighting

E-201 Floor Plan Power

E-301 Power Riser Diagram, Panel Schedule and Equipment Schedules

E-401 Site Plan - Electric

E-402 Equipotential Bonding - Electric

 1/8" = 1'-0"

Code Plan
A3

Code Legend

 1" = 20'-0"

Deck Plan
A1

FAMILY / ASSISTED USE
TOILET AND BATHING
ROOM PER 1109.2.1 AND
2902.1.2, 2012 NCBC.

ACCESSIBLE TRANSFER-
TYPE SHOWER
COMPARTMENT PER
608.2.1, ICC ANSI
117.1-2009

ACCESSIBLE
TRANSFER-TYPE
SHOWER
COMPARTMENT PER
608.2.1, ICC ANSI
117.1-2009

POOL LIFT PER 1109.2,
ICC ANSI 117.1 - 2009

2'-0" O.C., MAX
SPACING

POOL STAIRS WITH
RAILS PER 1109.6,
ICC ANSI 117.1 - 2009,
REFER TO C3/CP-503
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Appendix B

Double Oaks

May 09, 2015

Family Aquatic Center
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Appendix B

Double Oaks

May 09, 2015

Family Aquatic Center

A3 USE GROUP PER
THE PLUMBING
REVIEWER, VIKKI
STOKES

A3                 . 3        . 5        . 3        . 3      . 5       . 10        . 2 ( 1 HIGH / LOW COMBO UNIT)

3        . 5        . 0        . 2      . 2        . 0        . 2               .

3        . 5        . 3        . 3      . 5        . 10        . 2 (1 HIGH / LOW COMBO UNIT)                                          .

BUSINESS               241 sf      100sf per person          3 occupants                                                                                                        .

MECH/EQUIP        573 sf        300sf per person         2 occupants                                                                                                        .

POOL                5,906 sf        50sf per person        119 occupants                                                                                                        .

DECK                      7,860 sf        15sf per person        524 occupants

TOTAL                                                                          648 occupants

.                                                                                                                                                                                                                  .

.                                                                                                                                                                                                                  .
.     .

.                                                                                                                                                                                                                  .

BUILDING
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Pool Dimensional Plan

Pool Dimensional Plan

Double Oaks
Family Aquatic Center

Charlotte, North Carolina 28206
2014 Statesville Avenue
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Pool Layout Plan

Main Pool Layout Plan

Legend

Double Oaks
Family Aquatic Center

Charlotte, North Carolina 28206
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Coded Notes
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Grading & Drainage

Main Pool Layout Plan

Double Oaks
Family Aquatic Center

Charlotte, North Carolina 28206
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Pool Piping Plan

Main Pool Layout Plan

Double Oaks
Family Aquatic Center
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A1

Pool Section

B1

Pool Section

C1

Pool Section

Sections

Double Oaks
Family Aquatic Center
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C1

Filter Room Enlargement

A1

Typical Control Panel Elevation

Double Oaks
Family Aquatic Center
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B

A A

B

Main Pool and Dive Pool Surge Tank

General Notes

A4

Valve Floor Box

Details

Double Oaks
Family Aquatic Center

Charlotte, North Carolina 28206
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D1

Zero-Depth Entry Tube and Gutter Detail 

A5

Main Pool Wall Detail - BASE BID

(Typical Wall Height)

C2

Typical Inside Pool Corner Detail

A1

Recessed Step & Grab Bar

A3

Main Drain Detail

D4

Typ. Gutter Collection Box Detail

D5

Typ. Inlet Converter Box Detail

D3

Wall Suction Box

C3

Sprayground Slab Detail

C1

Sprayground In-ground

Water Feature Base Detail

Plan View

B2

Pool Wall Section - Alt #5

X X X X X X X X X X X X X X X X X X X X X X X X X X X X

A2

Riser Detail (with Thrust Block)

A4

Gutter & Return Tube

Recessed Rope Anchor Detail

B4

Gutter & Return Tube Detail

C4

Thrust Blocks

Double Oaks
Family Aquatic Center

Charlotte, North Carolina 28206
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A2

Concrete Deck

Control Joint Detail

A3

Concrete Deck

Expansion Joint Detail

A4

Concrete Deck Edge

at Existing Grade

A5

Pool Expansion Joint Detail

A2

Concrete Deck

Control Joint Detail

A3

Concrete Deck

Expansion Joint Detail

A4

Concrete Deck Edge

at Existing Grade

A5

Pool Expansion Joint Detail

B1

Lane Striping Detail - BASE BID

B2

Pool Wall Target - BASE BID

C1

Lane Striping Detail - Alt #5

C2

Pool Wall Target - Alt #5

C5

Slide Section @ Pool Entry

D1

6' Tall Ornamental Fence

Egress Gate with Panic Hardware

D2

6' Tall Double Ornamental

Fence Maintenance Gate

D3

Backstroke Flag Detail

C3

Pool Steps & Handrail Detail

A1

Deck Hydrant Detail

B3

Typical Tile Depth Marker Detail

D4

Starting Platform Anchoring Detail
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B4

R-1 - Pool Recirculation

C4

S-2 - Slide

Pool Equipment
Schedules

Double Oaks
Family Aquatic Center
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Coded Notes

Pump S-2 & F-3

General Notes
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WINDOW OR LOUVER TYPE

DOOR NUMBER

ROOM NUMBER

A

ROOM NAMEName

101 XY

A1101A

?
KEYNOTE

DOOR TYPE

FINISH TYPE

INDICATES 8'-8" HIGH CMU WALL.
WITH SOLID COURSE CMU AT TOP
OF WALL WITH BULLNOSED
CORNERS. PROVIDE GROUTED
AND REINFORCED CELLS.

A1

A-302

A1

A-303

A3

A-303

FILTRATION

101 C

OFFICE

102 B

ADMISSON

103 B

MEN

107 A

CHASE

108 A

WOMEN

109 A

WOMEN

110 B

B101

C110

E107

2

2

2

2

2

2

FAMILY

111 B

D102

1 FD

FD

FD

FD

FD

BICYCLE RACK
(FOR 7 BICYCLES)

CAST STONE
SILL,COPING
REFER TO
PROFILE B
SHOWN ON

DECORATIVE
FENCE & GATES.
REFER TO FD

8" 16'-4" 13'-4" 3'-0" 6'-0" 3'-0" 2'-4" 4'-8" 2'-4" 8" 4'-4" 3'-0" 1'-4" 3'-4" 2'-8"

5
6

'-
0
"

17'-8"

FD

FD

2 2

3

4

2'-8 5/8" 3'-0"

5 5/8"

3'-0"

5 5/8"

3'-0"

5 5/8"

5'-8"

5'-11" 3'-8" 3'-8" 4'-8" 2'-0" 4'-8"

2'-8 5/8" 3'-0"

5 5/8"

3'-0"

5 5/8"

3'-0"

5 5/8"

5

2

2

5

8" 1'-4" 3'-4" 11'-8" 8"

1

2

3

4

5

6

7

8

9

6

4

7

8

2

5

9

4

7

8

2

5

9

8

4

4

9

8

44

A B

FD

BENCH - SIM
TO

EXTERIOR LOCKERS
REFER TO

BENCH -
SIM TO
A2/A-502

INTERIOR
LOCKERS
REFER TO

UTILITY/ROBE
HOOK - TYP.

9

7

7

VANITY REFER TO

A103A

DASHED LINE REPRESENTS
THE COILING  OVERHEAD
DOOR  HOOD - ABOVE, TYP.

30'-4" 12'-0" 24'-8"

2

1
'-
4
"

2
'-
8
"

3
'-
4
"

2
'-
8
"

2
'-
0
"

8
"

3
'-
0
"

4
'-
0
"

3
'-
4
"

1
'-
4
"

2
'-
4
"

5
'-
7
 5

/8
"

3
 7

/8
"

6
'-
8
 1

/4
"

7
'-
0
"

7
'-
0
"

7
'-
0
"

7
'-
0
"

7
'-
0
"

7
'-
0
"

6
'-
8
 1

/4
"

3
 7

/8
"

1
1

'-
8
"

4
'-
4
"

4
"

3
'-
4
"

3
'-
8
"

1
0

'-
8
"

8
"

8
'-
4
"

1
'-
0
"

3
'-
0
"

8
'-
4
"

3
'-
4
"

4
'-
4

".
2

'-
0
"

6
'-
0
"

3
'-
8
"

2
'-
8
"

1
'-
8
"

6
'-
0
"

2
'-
4
"

7'-0" 2'-4" 3'-4" 3'-8"

5'-11" 3'-8" 3'-8" 6'-8"

VENDING

112 A

CHEMICALS

106 D

CHEMICALS

105 D

CLOSET

104 B

E112

C106

B105

A104

TRENCH DRAIN, TYP. SLOPE
CONC. TOWARDS DRAIN

10

10

A1

A-301

12'-8" 3'-0" 6'-0" 3'-0" 1'-4" 4'-4" 11'-8" 4'-0" 3'-4"

F103C

F103B

FD FD

NOTCH CMU BETWEEN
RESTROOM & SHOWER STALLS,
@ TRENCH DRAINS, TYP.
REFER TO B4 & A5/S-202.

HIGH/LOW DRINKING
FOUNTAIN

3'-0" 3'-4"

1

LINE OF
CANOPY
ABOVE

C
A

N
O

P
Y

9
'-
0
"

C1

A-502

2
'-
1

0
"

1
'-
1
"

4
'-
2
 3

/4
"

5
 3

/8
"1
'-
1

1
 5

/8
"

2'-10" 1'-1"

10 5/8"

5 3/8" 4'-0" 5 7/8" 2'-9 7/8"

R 133'-0"

C
E

N
T

E
R

 O
F

 A
R

C

2
8
'-
0

".

CENTER OF ARC

130'-0".

START POINT OF ARC (EXT.
CORNER OF MASONRY)

4
'-
0
"

2
'-
0
"

8
 3

/4
"

3
'-
4
"

5
 5

/8
"

8
"

5
 5

/8
"

5
'-
0
"

1
'-
0
"

6
'-
0
"

2
'-
4
"

1
'-
8
"

2
'-
4
"

2
'-
4
"

6
'-
0
"

1
'-
0
"

5
'-
0
"

5
 5

/8
"

8
"

5
 5

/8
"

3
'-
4
"

8
 3

/4
"

2
'-
0
"

4
'-
0
"

9'-4"

B2

A-502

CENTER OF ARC

C108

B4

A-502

SLOPE
CONC.

7

7

B3

A-502

13'-4"

3'-0" 5 5/8" 3'-0" 5 5/8" 3'-0" 5 5/8"

11

12

12

11

8

5 11 1111

8

11

5

11

11

13

14

/A5 A-502

/C1 A-201

PROVIDE A DROP
ROD FOR EACH
LEAF AT OPEN
AND CLOSED
POSITION

SELF CLOSING AND SELF
LATCH DECORATIVE
GATES. REFER TO /C2 A-201

/D2 A-201
4' (H) DECORATIVE
FENCE REFER TO

/B1 A-201

7'-4"

2
'-
2
"

2
'-
1

0
"

8" 2'-0"

ALUMINUM PLATFORM
SYSTEM WITH GRATING,
REMOVABLE RAILINGS,
AND LADDER SYSTEM

CENTER POST FOR
LATCH

10'-0"

5
'-
0
"

PRE-ENGINEERED CANOPY WITH
HANGER RODS, DOWNSPOUT
AND BOOT.  (ADD ALT)

11

11

11

11

6' TALL DECORATIVE PERIMTER
FENCE REFER TO /D1 A-502

4' WIDE EGRESS GATE WITH
PANIC HARDWARE AND
AUDIBLE ALARM

6' TALL DECORATIVE
PERIMTER FENCE
REFER TO /D1 A-502

4' WIDE LOCKING
SERVICE GATE

13

BASE CABINET
WITH KNOCKOUT
FOR CASH DRAWER

BASE CABINET
WITH KNOCKOUT
FOR CASH DRAWER

C4

A-502

/A2 A-502

/A1 A-201

/A1 A-303

DOWNSPOUT TO
TRANSITION TO SIDE WALL
TO AVOID LOCKERS

6
'-
0
"

6
'-
0
"

FENCE PILASTER, TYP.
REFER TO D1 & D1/A-502

P
A

R
T

IT
IO

N

1
'-
8

" 
T

Y
P

. 
@

13

S
L
O

P
E

S
L
O

P
E

S
L
O

P
E

S
L
O

P
E

S
L
O

P
E

S
L
O

P
E

13

C111

FD

12

7

15

15

15

4 4

3

3

4

4

4

4

3

3

1. DO NOT SCALE DRAWINGS.  WRITTEN DIMENSIONS TAKE PRECEDENCE OVER SCALED DIMENSIONS.
2. ALL DIMENSIONS ARE TO FACE OF MASONRY, OR CENTERLINE OF STRUCTURE UNLESS INDICATED

OTHERWISE.
3. MECHANICAL AND ELECTRICAL ITEMS ARE SHOWN FOR THE SOLD PURPOSE OF INDICATING THEIR

RESPECTIVE LOCATIONS.  REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR SIZE, TYPE, AND OTHER
REQUIREMENTS PERTAINING SPECIFICALLY TO THESE ITEMS.

4. REFER TO STRUCTURAL DRAWINGS FOR SIZE, TYPES, LOCATIONS, CONNECTIONS, REINFORCEMENT AND
OTHER REQUIREMENTS PERTAINING TO STRUCTURAL COMPONENTS.

5. ALL WALLS ARE 7 5/8" CMU, UNLESS NOTED OTHERWISE.
6. ALL EXPOSED CORNERS, INCLUDING JAMBS, ARE TO BE 1/2" BULLNOSED.
7. ALL FLOORS ARE TO SLOPE 1/4" PER FOOT TO FLOOR DRAINS.
8. REFER TO A-501 FOR DOOR AND WINDOW TYPES.
9. ALL INTERIOR WALL ASSEMBLIES AT THE LOCKER ROOMS ARE TO EXTEND TO THE BOTTOM OF THE DECKING

ABOVE UNLESS NOTED OTHERWISE.
10. ALL INTERIOR WALL ASSEMBLIES AT THE ADMINISTRATION AND FILTRATION AREAS ARE TO EXTEND TO TRUSS

BEARING UNLESS NOTED OTHERWISE.
11. PROVIDE RESILIENT BASE MATERIAL AT ALL CASEWORK AND LOCKERS LOCATED IN OFFICE 102 AND

ADMISSION 103.
12. ALL ITEMS NOTED TO BE OWNER PROVIDED ARE TO BE CONTRACTOR INSTALLED.

PAINTED 1/2x2 WOOD
BATTON STRIP, 4'-0" O.C.
EACH WAY

PAINTED 5/8" PLYWOOD

4'-0" 4'-0"

4
'-
0
"

4
'-
0
"

PLYWOOD SHEET EDGE

NOTES:
• UTILIZE 1x2 WOOD TRIM TO CONCEAL ALL JOINTS AND DIVIDE ALL 8'

SECTIONS TO CREATE A 4' X 4' GRID.
• UTILIZE 1x4 WOOD TRIM AT THE PERIMETER OF THE CEILING AND WALL.
• THE ENTIRE ASSEMBLY IS TO BE PAINTED.
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Floor Plan

Double Oaks

May 09, 2015

Family Aquatic Center

Finish Schedule

Mark Floor Finish
Base
Finish Wall Finish Ceiling Finish Notes

A SEALED CONCRETE N/A PAINT SEALED WOOD DECKING 1

B SEALED CONCRETE N/A PAINT 5/8" PAINTED PLYWOOD 1, 2

C SEALED CONCRETE N/A PAINT EXPOSED PAINTED STRUCTURE 1

D SEALED CONCRETE N/A PAINT 5/8" EXTERIOR GRADE GYPSUM BOARD 3

Symbol Legend

Keynote Legend
Mark Description

1 MOP & BROOM HOLDER (OWNER PROVIDED)

2 HAND DRYER (OWNER PROVIDED)

3 MOP SINK

4 TOILET PAPER DISPENSER (OWNER PROVIDED)

5 SOAP DISPENSER (OWNER PROVIDED)

6 BABY CHANGING STATION (OWNER PROVIDED)

7 STAINLESS STEEL VERTICAL GRAB BAR (18")

8 STAINLESS STEEL GRAB BAR (42")

9 STAINLESS STEEL GRAB BAR (36")

10 SANITARY NAPKIN DISPOSAL (OWNER PROVIDED)

11 MIRROR

12 STAINLESS STEEL GRAB BAR (18"W X 36"D)

13 ACCESS PANEL

14 HOSE REEL (OWNER PROVIDED)

15 ADA SHOWER SEAT (OWNER PROVIDED)

 1/4" = 1'-0"

Floor Plan
A1

1.     ALL CONCRETE FLOORS ARE TO RECEIVE BROOM FINISH.
2.     CEILING TO BE FASTENED TO THE UNDERSIDE OF THE STRUCTURE ABOVE.  REFER TO A5/A101 FOR

  TYPICAL LAYOUT.
3.     CEILINGS ASSEMBLIES AT CHEMICALS 105 AND CHEMICALS 106 ARE TO BE RATED PER UL DETAIL P552.
4. ALL CASEWORK AND INTERIOR LOCKERS ARE TO RECEIVE RUBBER BASE.

General Notes

 1/2" = 1'-0"

Plywood Ceiling Detail
A5TRUE

NORTH



3x4 PRE-FINISHED ALUMINUM
DOWNSPOUT W/ BOOT, DASHED
LINE INDICATES DOWNSPOUT PATH

6X6 PRE-FINISHED
ALUMINUM GUTTER

PRE-FINISHED METAL
COPING. TYPICAL
REFER TO

3x4 DOWNSPOUT W/ THRU-
WALL SCUPPER. TYPICAL
REFER TO C3 AND C4/A-102

PRE-ENGINEERED CANOPY
REFER TO

S
LO

P
E
 W

/ S
T
R

U
C

T
U

R
E

SLO
P
E W

/ S
TR

U
C
TU

R
E

LOW
POINT

HIGH
POINT

LOW
POINT HIGH

POINT

SLOPE W/
STRUCTURE

COPING TERMINATION
REFER TO D3/A-102

OVERFLOW SCUPPER

3x4 PRE-FINISHED ALUMINUM
DOWNSPOUT W/ BOOT, DASHED
LINE INDICATES DOWNSPOUT PATH

3x4 DOWNSPOUT W/ THRU-
WALL SCUPPER. TYPICAL
REFER TO C3 AND C4/A-102

MASONRY COLUMN TO CONCEAL
CANOPY DOWNSPOUT.  REFER TO
A1/A-302 & C-200 FOR
CONTINUATION.

SLOPE W/ STRUCTURE

CRICKET EXTENDS BELOW HIGH ROOF

2
'-
4

".

DASHED LINE
REPRESENTS
FACE OF
MASONRY WALL
BELOW

2'-4"
4'-4"

PLUMBING PENETRATION,
TYP. REFER TO

MECHANICAL EXHAUST, TYP.

MECHANICAL EXHAUST BELOW HIGH ROOF

2
'-
4

".

PLUMBING PENETRATION,
TYP. REFER TO /A5 A-102

/C5 A-102

PRE-ENGINEERED CANOPY
WITH HANGER RODS,
DOWNSPOUT AND BOOT.
REFER TO /C5 A-102

/D4 A-102

2x2 WALKING PADS, TYP.

/B5 A-102

(ADD ALT)

OVERFLOW SCUPPER

DOWNSPOUT TO TRANSITION TO
SIDE WALL TO AVOID LOCKERS

PRE-ENGINEERED
CANOPY

6'-0"

5'-8"

1
'-
4
"

1
'-
4
"

1'-4"

6
'-
0
"

6"

W
ID

TH O
F W

ALL

WEIR LENGTH, SEE PLAN

4 "
4
"

FLASHING

'x' CREASE ON FACE OF
METAL SCUPPER BOX

4"-TYP

3"x4" PRE-FINISHED
ALUMINUM DOWNSPOUT-
TYP

4
"

WALL MATERIAL
REFER TO PLANS

SEALANT

COUNTER FLASHING

COPING FLASHING

COPING

BACKER ROD
AND SEALANT

8
"

7
"

PRE FINISHED COPING COVER

12" X 1 5/8" CORROSION
RESISTANT FASTENERS

8" CONCEALED SPLICE PLATE
@ EACH JOINT

ROOF MEMBRANE TO LAP UP AND
OVER WALL

8" BOND BEAM

BRICK OR MASONRY VENEER,
REFER TO ELEVATIONS

3/4" AIR GAP

7 5/8"

3/4"

3 5/8"

HORIZONTAL REINFORCING

8" CMU

6
"

1/4" COUNTERSUNK SCREWS
@ 24" O.C. STAGGERED

12" WIDE 2-0 GALVANIZED
ANCHOR CLIPS @ 6'-0" O.C.

(2) LAYERS OF EXTERIOR PLYWOOD

ROOF CRICKET: SLOPE 1/2" PER FOOT, MINIMUM.

1. REFER TO STRUCTURE FRAMING FOR SLOPING OF BEAMS AND JOISTS.
2. MECHANICAL, PLUMBING AND ELECTRICAL ITEMS ARE SHOWN FOR THE SOLE

PURPOSE OF INDICATING THEIR RESPECTIVE LOCATIONS.  REFER TO MECHANICAL,
PLUMBING, AND ELECTRICAL DRAWINGS FOR SIZES, TYPES, AND OTHER
REQUIREMENTS.

3. ALL DIMENSIONS ARE TO FACE OF CMU UNLESS NOTED OTHERWISE.
4. ALL DOWNSPOUTS, INCLUDING CANOPY DOWNSPOUTS, ARE TO TIE INTO THE

PERIMETER DRAINAGE SYSTEM.  PROVIDE PVC DOWNSPOUTS BOOTS AT EACH
LOCATION.

5. ALL WOOD BLOCKING AT ROOF ASSEMBLY TO BE FIRE TREATED.
6. ALL MECHANICAL, PLUMBING, AND ELECTRICAL ROOF PENETRATIONS ARE TO BE

PAINTED TO MATCH THE ROOF COLOR.

MASONRY VENEER

8" CMU W/ REINFORCING AND
GROUTED CELLS

WOOD TRUSS @ 24" O.C.

PREFINISHED ALUMINUM SCUPPER W/
DOWSPOUT CONNECTOR

3"x4" DIA. PREFINISHED
ALUMINUM DOWNSPOUT

ROOF MEMBRANE WRAPPED
UP & OVER PARAPET

SCUPPER SLEEVE

FASTENERS

FLASHING

ROOF MEMBRANE ON 23/32"
PLYWOOD SHEATHING

VARIES

SIZE

TRUSS FRAMING

ROOF MEMBRAME ON 23/32"
PLYWOOD SHEATHING

PIPING PENETRATIONS. REFER
MECHANICAL & PLUMBING
DRAWING FOR LOCATIONS

FLASHING IN FULL
BED OF SEALANT,
CONT. AROUND
PIPE

ROLLED PIPE
FLASHING, PAINT TO
MATCH ROOF
COLOR

VARIES

SIZE

GLULAM FRAMING

3x6 DOUGLAS FIR WOOD
DECKING

PIPING PENETRATIONS. REFER
MECHANICAL & PLUMBING
DRAWING FOR LOCATIONS

FLASHING IN FULL
BED OF SEALANT,
CONT. AROUND
PIPE

ROLLED PIPE
FLASHING, PAINT TO
MATCH ROOF
COLOR

ROOF MEMBRAME ON (2)
LAYERS OF 3/8" PLYWOOD
SHEATHING

8" CMU W/ REINFORCING AND
GROUTED CELLS

BRICK VENEER WITH AIR GAP OR
MASONRY VENEER WITH SCRATCH
COAT, REFER TO ELEVATIONS

STEEL ANCHOR POWER BOLT
WITH STEEL BACKING PLATE

T.S. SLEEVE PER CANOPY
MANUFACTURE

INTERLOCKING DECKING

FLASHING AND SEALANT

REFER TO PLAN

1
'-
0
"

FLASHING
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Roof Plan

Double Oaks

May 09, 2015

Family Aquatic Center

 1/4" = 1'-0"

Roof Plan
A1

 1" = 1'-0"

Scupper Detail
C3

 1 1/2" = 1'-0"

Coping Termination Detail
D3  1 1/2" = 1'-0"

Typical Coping Detail
D4

Roof Legend

General Roof Notes

 1" = 1'-0"

Scupper Section
C4

 1" = 1'-0"

Roof Penetration Detail @
Wood Sheathing Condition

B5

TRUE
NORTH

 1" = 1'-0"

Roof Penetration Detail @
Wood Deck Condition

A5

 1 1/2" = 1'-0"

Canopy Detail
C5



Floor Plan
0"

T.O. Upper Parapet
14'-0"

PRE-FINISHED ALUMINUM GUTTER

STONE VENEER

MASONRY VENEER
REFER TO B2/A-201

T.O. RR Parapet
10'-8"

MASONRY VENEER COLUMN,
REFER TO B2/A-201

PIN MOUNTED WALL SIGNAGE, CENTER ON WALL.
SIGNAGE WILL REQUIRE ADDITIONAL REVIEW AND
PERMITTING.

FOUNDATION, TYP.

PLUMBING PENETRATION, TYP.

BIKE RACK

PRE-ENGINEERED CANOPY

BRICK VENEER, BEYOND

BRICK SOLDIER COURSE, BEYOND

CAST STONE COPING,  REFER TO PROFILE B, ON A5/A-502

OVERFLOW SCUPPER

PRE-FINISHED THRU-
WALL ALUM. SCUPPER

PRE-FINISHED ALUM.
DOWNSPOUT WITH BOOT

MECHANICAL EXHAUST, TYP.

PRE FINISHED COILING
SHUTTER BEYOND

PRE-FINISHED METAL COPING

END OF GLULAM BEAM, TYP.

WOOD DECKING, TYP.

DECORATIVE FENCE
& GATE, REFER TO D1
& D2/A-502

SIGHTLESS PRE-FINISHED
ALUM. LOUVER

PRE-ENGINEERED CANOPY

Floor Plan
0"

T.O. Upper Parapet
14'-0"

T.O. Lower Parapet
12'-0"

Filtration Pit
-3'-4"

BRICK VENEER

MASONRY VENEER
REFER TO B2/A-201

BRICK SOLDIER COURSE

PRE-FINISHED ALUM. DOWNSPOUT
WITH BOOT BEYOND

PRE-FINISHED ALUM.
DOWNSPOUT WITH
BOOT

T.O. RR Parapet
10'-8"

GLULAM SUPPORT
FOR DOWNSPOUT

PRE-FINISHED ALUM.
DOWNSPOUT WITH BOOT

GLULAM BEAM, TYP.

PRE-FINISHED THRU-
WALL ALUM. SCUPPER

STONE VENEER

PIN MOUNTED WALL SIGNAGE, BEYOND

HIGH/LOW DRINKING FOUNTAIN

EXTERIOR LOCKERS - REFER TO A1/A-201

CAST STONE SILL

DECORATIVE FENCE AND GATES, BEYOND - REFER TO C1/A-201

PRE-FINISHED
ALUMINUM GUTTER

MECHANICAL
EXHAUST, TYP.

PRE-FINISHED THRU-
WALL ALUM. SCUPPER

PRE-FINISHED METAL
COPING, TYP.

FOUNDATION, TYP.

DECORATIVE FENCE AND GATES, - REFER TO C2/A-201

SIGHTLESS PRE-FINISHED
ALUM. LOUVER

DECORATIVE FENCE & GATE,
REFER TO D1 & D2/A-502

DECORATIVE
FENCE &
GATE, REFER
TO D1 &
D2/A-502

PRE-ENGINEERED
CANOPY WITH HANGER
RODS, DOWNSPOUT AND
BOOT. REFER TO A-102.

Floor Plan
0"

T.O. Upper Parapet
14'-0"

T.O. Lower Parapet
12'-0"

Filtration Pit
-3'-4"

MASONRY VENEER - REFER TO B2/A-201

STONE VENEER

PRE-FINISHED ALUMINUM GUTTER

PRE-FINISHED METAL COPING

T.O. RR Parapet
10'-8"

HIGH-LOW DRINKING FOUNTAIN

EXTERIOR LOCKERS, REFER TO A1/A-201

FOUNDATION, TYP.

MASONRY VENEER -
REFER TO B2/A-201

PLUMBING PENETRATION, TYP.

CAST STONE BAND, REFER TO
PROFILE A ON A5/A-502

COLUMN BEYOND

PRE-FINISHED METAL
COPING, TYP.

MECHANICAL
EXHAUST, TYP.

OVERFLOW SCUPPER

PRE-FINISHED THRU-WALL ALUM. SCUPPER

PRE-FINISHED ALUM.
DOWNSPOUT WITH BOOT

DECORATIVE FENCE -
REFER TO D2/A-201

END OF GLULAM BEAM, TYP.

WOOD DECKING, TYP.

FRP DOOR
AND FRAME

SIGHTLESS PRE-FINISHED
ALUM. LOUVER

DECORATIVE FENCE & GATE,
REFER TO D1 & D2/A-502

Floor Plan
0"

T.O. Upper Parapet
14'-0"

T.O. Lower Parapet
12'-0"

Filtration Pit
-3'-4"

STONE VENEER

MASONRY VENEER COLUMN,
REFER TO B2/A-201

MASONRY VENEER
REFER TO B2/A-201

BRICK VENEER

BRICK SOLDIER COURSE

PRE-FINISHED METAL COPING, TYP.

BICYCLE RACK

GLULAM SUPPORT
FOR DOWNSPOUT

PRE-FINISHED
ALUM. DOWNSPOUT
WITH BOOT

PRE-ENGINEERED
CANOPY

PRE-FINISHED THRU-WALL
ALUM. SCUPPER

PRE-FINISHED ALUM.
DOWNSPOUT WITH BOOT

MECHANICAL EXHAUST, TYP.

PRE-FINISHED
ALUMINUM GUTTER

DECORATIVE  FENCE AND GATES, - REFER TO C1/A-201

CAST STONE BAND, REFER TO PROFILE A ON A5/A-502

FOUNDATION, TYP.

GLULAM BEAM, TYP.

PRE-FINISHED COILING SHUTTER

SOLID SURFACE COUNTER

DECORATIVE FENCE & GATE,
REFER TO D1 & D2/A-502

D4

S-202
A4

S-201

8
"

PRE-ENGINEERED CANOPY

DECORATIVE PRE-FINISHED
ALUM. LOUVER

WALL SIGNAGE, CENTER ON WALL. SIGNAGE WILL REQUIRE
ADDITIONAL REVIEW AND PERMITTING.

Floor Plan
0"

T.O. Upper Parapet
14'-0" BRICK VENEER

CAST STONE
BAND, REFER
TO PROFILE A
ON A5/A-502

BRICK SOLDIER
COURSE, TYP.

SOLID SURFACE COUNTER

FOUNDATION , TYP.

PRE-FINISHED
METAL COPING

DECORATIVE FENCE &
GATE - REFER TO C1/A-201

DECORATIVE FENCE -
REFER TO D2/A-201

CANOPY
ALTERNATE

PRE-FINISHED
COILING SHUTTER

PRE-ENGINEERED CANOPY

8
"

1. REFER TO FLOOR PLANS FOR DOOR AND WINDOW TYPES.
2. SEE FLOOR PLANS AND WALL SECTIONS FOR IDENTIFYING AND DETERMINING THE

PLACEMENT OF EXTERIOR MATERIALS AND FINISHES RENDERED IN THE BUILDING
ELEVATIONS.

3. NOT ALL CONTROL JOINTS CAN BE SHOWN ON THE ELEVATIONS.  CONTROL JOINTS
ARE TO BE @ 25' O.C. MAX.

4. PROVIDE 3/8" FIBERBOARD EXPANSION JOINT MATERIAL IN CAST STONE VENEER
HEAD JOINTS IN EACH COURSE @ 20' O.C.

5. EXPANSION JOINTS ARE TO BE 3/8" FIBERBOARD @ 25' O.C. MAX
6. BUILDING ELEVATIONS ARE RELATIVE TO TRUE NORTH.
7. WATER PROFFING SHALL BE APPLIED TO ALL BELOW GRADE FOUDNATIONS AND

STEM  WALLS.  DAMP PROOFING SHALL BE APPLIED TO ALL EXTERIOR ABOVE
GRADE WALLS.

8. ELECTRICAL, MECHANICAL, PLUMBING AND COMMUNICATIONS ITEMS ARE SHOWN
FOR GRAPHIC PURPOSES ONLY.  REFER TO THEIR RESPECTIVE DRAWINGS FOR
LOCATIONS.

9. REFER TO SECTIONS, ELEVATIONS AND B2/A-201 FOR ALL MASONRY BANDING.
10. ALL MECHANICAL, PLUMBING, AND ELECTRICAL PENETRATIONS AT THE EXTERIOR

ELEVATIONS ARE TO BE PAINTED TO MATCH THE WALL COLOR.

8" LOCKER BASE

SLOPED TOP

3 TIER SOLID HDPE
LOCKERS, TYP.

8
"

2
'-
0

".
2

'-
0

".
2

'-
0

".
8

".

B3

A-502

B18 SB30 DB18

8
".

2
'-
0

".
2

'-
0

".
2

'-
0

".
4

"

SLOPED LOCKER TOP

3-TIER METAL LOCKER

RUBBER BASE AT
INTERIOR LOCKERS
AND CASEWORK

2
'-
6
"

1
'-
6
"

2
'-
1

0
"

5'-6" 3'-0"

UNDER CABINET MICROWAVE  (N.I.C.)

REFRIGERATOR (N.I.C.)

W3018 W3018W1530

PLAM CABINETS WITH
ADJUSTABLE SHELVING

PLAM COUNTER AND
BACKSPLASH

PULLS, TYP.

4'-0" 1'-6" ±4'-0"1'-6" ±

6
"

4
'-
6
"

1
'-
0
"

6
'-
0
"

6' TALL DECORATIVE
FENCE

PROVIDE A DROP ROD FOR
EACH LEAF AT OPEN AND
CLOSED POSITION. SEE
A1/A-101 FOR LOCATIONS.

6' TALL x DOUBLE 4' WIDE
LOCKABLE  DECORATIVE
GATE

4" MAX O.C.

1'-0" TYP.4
'-
0

" 
T

Y
P

.

GATES AT THE ENTRY ARE TO
REMAIN IN THE OPEN POSITION
DURING BUSINESS HOURS.

COLOR 1 - CMU VENEER, TYP.

COLOR 2 - CMU VENEER, TYP.
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0
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"
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1
0
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1
1
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D
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1
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8
"

F.F.E.

3'-0" 3'-0" 5"

6
"

2
'-
6
"

1
'-
0
"

4
'-
0
"

SELF CLOSING AND SELF
LATCHING 4' TALL x DOUBLE 3'
WIDE DECORATIVE GATE

CENTER POST
FOR LATCH
MECHANISMS

4" MAX O.C.

1'-0" TYP.4
'-
0

" 
T

Y
P

.
4

'-
6

" 
 .

"CHILD-PROOF"
GATE LATCH

1
'-
0
"

2
'-
6
"

6
"

4
'-
0
"

3'-3"

4' TALL DECORATIVE FENCE

4" MAX O.C.

T
Y

P
.

4
'-
0

" 
 .

1'-0" TYP.
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Bath House Elevations

Double Oaks

May 09, 2015

Family Aquatic Center

 1/8" = 1'-0"

West Elevation
B4

 1/8" = 1'-0"

North Elevation
D4

 1/8" = 1'-0"

East Elevation
A4

 1/8" = 1'-0"

South Elevation
C4

 1/8" = 1'-0"

Entry Elevation
A2

General Elevation Notes

 1/2" = 1'-0"

Locker Elevation
A1

 1/2" = 1'-0"

102 East Elevation
B1

 1/2" = 1'-0"

Gate Elevation @ Entry
C1

 3/8" = 1'-0"

Veneer Detail
B2

 1/2" = 1'-0"

Secondary Gate Elevation @ Entry
C2

 1/2" = 1'-0"

Secondary Fence Elevation @ Entry
D2



B.O. Bond Beam

7'-4"

B.O. Bond Beam

10'-0"

B.O. Window

3'-4"

T.O. Parapet

14'-0"

Floor Plan
0"

T.O. Lower Parapet
12'-0"

Filtration Pit
-3'-4"

MASONRY VENEER WITH
REINFORCEMENT, TYP.

1/2" / 12"

4" REINFORCED CONCRETE SLAB

CONTINUOUS VAPOR
BARRIER-TYP.

FOUNDATION DRAIN

8" CMU W/ REINFORCING AND
GROUTED CELLS

3/4" AIR SPACE

BRICK VENEER WITH
REINFORCING

WEEPS @ 24" O.C.

THRU WALL FLASHING
W/ MORTAR NET

COMPACTED CRUSHED
AGGREGATE, TYP.

COPING TERMINATION, REFER TO

METAL COPING

D4

A-102

D4

A-102

2x12 @ 24" O.C.

CONTINUOUS 2x12
LEDGER BOARD

JOIST HANGER

1x4 TRIM BOARD - PAINTED, TYP.

5/8" PLYWOOD CEILING ATTACHED TO
BOTTOM OF 2x - PAINTED

23/32" PLYWOOD
SHEATHING

ROOF MEMBRANE,
EXTEND UP WALL
AND UNDER COPING

EXPANSION JOINT, TYP.

3-TIER LOCKER WITH
SLOPED TOP AND
BASE REFER TO

8" CMU W/ REINFORCING
IN GROUTED CELLS

ALUMINUM PLATFORM
SYSTEM WTHI GRATING,
REMOVABLE
HANDRAILS, AND
LADDER SYSTEM

WATER PROOFING

WATER STOP, TYP.

CONCRETE WALL W/ REINFORCING

TAPERED INSULATION

2x WOOD BLOCKING

23/32" PLYWOOD SHEATHING

4" CMU

WOOD TRUSS @ 24" O.C.

3/4 AIR GAP

8" CMU W/ REINFORCING
AND GROUTED CELLS

GROUT ALL VOIDS
SOLID BELOW GRADE

4" REINFORCED CONCRETE
SLAB

WEEPS @ 24" O.C.

THRU WALL FLASHING
W/ MORTAR NET

ROOF MEMBRANE EXTEND UP
WALL AND UNDER COPING

CONTINUOUS VAPOR
BARRIER-TYP.

FOUNDATION DRAIN

COMPACTED CRUSHED
AGGREGATE, TYP.

WATER PROOFING

1'-0" CONCRETE FLOOR W/
REINFORCING

PLYWOOD SUBSTRATE

/D3 A-102

EXPANSION JOINT, TYP.

SIGHTLESS PRE FINISHED
ALUM. LOUVER

8" CMU BEYOND

FRP DOOR AND FRAME

/B1 A-201

C5

A-501

3
'-
6
"

5
 R

IS
E

R
S

 @
 8

" 
=

 3
'-
4

"

8 1/2" MIN. PROJECTION
PLUS TREAD DEPTH

5" MIN . TREAD DEPTH

PRE-ENGINEERED CANOPY, REFER TO
C5/A-102 FOR SIMILAR DETAIL

PLAN

8" REINFORCED CONCRETE BLOCK

FULL EVEN 3/8" MORTAR BED AND JOINTS; 3/8" MAX.

1/2" PLYWOOD SHEATHING

WOOD TRUSS, 24" O.C.

FURRING CHANNELS @ 16" O.C.

ONE LAYER OF 5/8" TYPE "X" GYPSUM BOARD

L

R
E
G
I

T
RE

C
T

H
ITS

E

D
E CRA

CARL
A

L

OR
E.

E
H

CI
M

3815

L
E

X
ING T O N

,
K

Y

N
O

R
T H CA RO

L
IN

A

2360 Chauvin Drive, Lexington, KY 40517

CARROLL INC
ARCHITECTS  ENGINEERS  PLANNERS

BRANDSTETTER

p. 859.268.1933 www.brandstettercarroll.com

Revisions:

Issue Date:

Project No.

Lexington  Cincinnati  Cleveland  Dallas

P
lo

te
d

2014 Statesville Avenue
Charlotte, North Carolina 28206

5
/9

/2
0
1
6

 1
:2

6
:0

2
 P

M

A-301
13118

Wall Sections

Double Oaks

May 09, 2015

Family Aquatic Center

 3/4" = 1'-0"

Wall Section
A1

N.T.S.

UL Design No. U-905 - 2hr Fire Rating
D5 1 1/2" = 1'-0"

UL Design No. P-522 - 1hr Fire Rating
D4



Floor Plan
0"

FOUNDATION DRAIN

STONE VENEER

GLULAM BEAM

COMPACTED CRUSHED
AGGREGATE, TYP.

CONTINUOUS VAPOR
BARRIER-TYP.

MASONRY VENEER
WITH REINFORCING

8" CMU W/ REINFORCING
AND GROUTED CELLS

STONE VENEER WITH
SCRATCH COAT

4" REINFORCED
CONCRETE SLAB

4" CMU W/
REINFORCING AND
GROUTED CELLS

FOUNDATION
DRAIN .

ROOF MEMBRANE WRAP UP
WALL AND UNDER COPING

METAL  COPING

23/32” PLYWOOD
SHEATHING

2x8 @ 16" O.C.

EXPANSION JOINT, TYP.

BENCH BEYOND, TYP.

3 1/8"x13 1/2" DOUGLAS FIR
WOOD FASCIA, TYP. BEYOND

3 1/8"x13 1/2" DOUGLAS FIR
WOOD FASCIA, TYP.

PRE FINISHED ALUM. GUTTER

GLULAM BEAMS

ROOF MEMBRANE ON 2-
LAYERS OF 3/8" PLYWOOD
SHEATHING ON ON 3x6 T&G
DOUGLAS FIR WOOD DECKING

EXPANSION JOINT,
TYP.

A2

A-502

D4

A-102

3/4" AIR SPACE

1x6 DOUGLAS FIR TRIM BOARD
1x6 DOUGLAS FIR TRIM BOARD

ROOF MEMBRANE ON 2-LAYERS
OF 3/8" PLYWOOD SHEATHING
ON ON 3x6 T&G DOUGLAS FIR
WOOD DECKING

3 1/8"x13 1/2" DOUGLAS FIR
WOOD FASCIA, TYP.

PRE FINISHED ALUM. GUTTER

3/4 AIR GAP

MASONRY VENEER  WITH REINFORCING

8" CMU W/ REINFORCING
AND GROUTED CELLS

4" REINFORCED CONCRETE
SLAB

WEEPS @ 24" O.C., TYP.

THRU WALL FLASHING
W/ MORTAR NET, TYP.

COMPACTED CRUSHED
AGGREGATE, TYP.

GROUT ALL VOIDS SOLID
BELOW GRADE, TYP.

SOLID SURFACE ENTRY DESK BEYOND

CONTINUOUS ANGLE,
REFER TO C5/S-201

3/4" PLYWOOD  CEILING
ATTACHED TO
STRUCTURE ABOVE -
PAINT, REFER TO

PROVIDE SLEEVE AS NOT TO
INTERRUPT REINFORCING BARS.
COORDINATE WITH PRE ENGINEERED
CANOPY SUPPLIER. SIZE OF
INTEGRAL DRAIN PIPING IS TO BE
COORDINATED WITH ROOF DRAIN
DEMANDS. REFER TO C-200 FOR
CONTINUATION.

/A5 A-101

1x4 TRIM BOARD -
PAINTED, TYP.

PRE-ENGINEERED CANOPY

BRICK SOLDIER
COURSE BEYOND

PRE FINISHED COILING
SHUTTER BEYOND

BRICK VENEER
BEYOND

SCRATCH COAT

EXPANSION JOINT, TYP.

C5

A-102

CONCRETE FOUNDATION
WITH REINFORCING

8" CMU BEYOND

3 1/8" x 13 1/2" GLULAM
OUTRIGGERS

3 1/8" x 13 1/2" GLULAM
OUTRIGGERS

WEEPS @ 24" O.C., TYP.

THRU WALL FLASHING
W/ MORTAR NET, TYP.

GROUT ALL VOIDS SOLID
BELOW GRADE, TYP.

FLASHING & COUNTER FLASHING

4" REINFORCED
CONCRETE SLAB

PRE-ENGINEERED CANOPY BEYOND
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B.O. Bond Beam

10'-8"

B.O. Louvers

6'-8"

B.O. Stone Cap

1'-8"

T.O. Door

7'-4"

Floor Plan
0"

STONE VENEER

WOOD BLOCKING

8" CMU W/ REINFORCING
AND GROUTED CELLS

8" CMU W/
REINFORC
ING AND
GROUTED
CELLS

WOOD BLOCKING

STONE
VENEER

8" CMU W/ REINFORCING
AND GROUTED CELLS

WEEP @ 24" O.C.-TYP.

STONE VENEER

PIN MOUNTED WALL
SIGNAGE

THRU WALL
FLASHING W/
MORTAR NET

PRE-CAST STONE COPING,
REFER TO PROFILE  B
SHOWN ON A5/A-502

8" CMU W/ REINFORCING
AND GROUTED CELLS

STONE VENEER

8" CMU W/ REINFORCING
AND GROUTED CELLS

FOUNDATION
DRAIN

4" REINFORCED
CONCRETE SLAB

FOUNDATION DRAIN

8" CMU W/ REINFORCING
AND GROUTED CELLS

CONTINUOUS VAPOR
BARRIER-TYP.

4" REINFORCED
CONCRETE SLAB

EXPANSION
JOINT, TYP.

B.O. BEAM
8'-0"

D3

A-501

C4

A-501

1x6 DOUGLAS FIR
TRIM BOARD

1x6 DOUGLAS FIR
TRIM BOARD, TYP.

GLULAM BEAMS TYP., REFER TO
STRUCTURAL FOR PROFILES AND
BEARING HEIGHTS

PRE FINISHED
ALUM.GUTTER

ROOF MEMBRANE ON 2-LAYERS OF 3/8"
PLYWOOD SHEATHING ON ON 3x6 T&G
DOUGLAS FIR WOOD DECKING

8" BOND BEAM

GROUT SOLID
BELOW GRADE, TYP.

4" CMU

EXPANSION JOINT, TYP.

COMPACTED CRUSHED
AGGREGATE, TYP.

CONCRETE FOUNDATION
WITH REINFORCING

SIGHTLESS PRE-
FINISHED ALUM.
LOUVER

D1

A-501

SCRATCH COAT

STONE VENEER
BEYOND

8" CMU BEYOND

CONTINUOUS
FLASHING, UNDER
STONE CAP

REFER TO S-203 FOR GLULAM
PROVILES AND CAMPFERS, TYP.

3 1/8"x 13 1/2" DOUGLAS FIR
FASCIA, REFER TO C4/S-202

PRE FINISHED ALUM. GUTTER
3 1/8"x 13 1/2" DOUGLAS
FIR FASCIA, REFER TO
C4/S-202

Floor Plan
0"

SCRATCH COAT

STONE VENEER

8" CMU W/ REINFORCING AND
GROUTED CELLS

WOOD BLOCKING

4" REINFORCED CONCRETE SLAB

B.O. BEAM
8'-0"

REINFORCED
CONCRETE SLAB

CONTINUOUS VAPOR
BARRIER-TYP.

FOUNDATION DRAIN

D3

A-501

1x6 DOUGLAS FIR
TRIM BOARD, TYP.

GLULAM BEAMS TYP., REFER TO
STRUCTURAL FOR PROFILES AND
BEARING HEIGHTS

3 1/8"x 13 1/2" DOUGLAS
FIR FASCIA, REFER TO
C4/S-202

PRE FINISHED ALUM. GUTTER

ROOF MEMBRANE ON 2-LAYERS OF
3/8" PLYWOOD SHEATHING  ON 3x6
T&G DOUGLAS FIR WOOD DECKING

1/2" EXPANSION JOINT, TYP.

GROUT SOLID
BELOW GRADE

STAINLESS STEEL SUPPORT
BRACKET @ 16" O.C.

1/2" SOLID SURFACE ON 3/4"
PLYWOOD W/ BACKSPLASH
AND SIDESPLASH

2
'-
1

0
"

2
"

1'-4"

MIRRIOR

COMPACTED CRUSHED
AGGREGATE, TYP.

8" CMU W/ REINFORCING
AND GROUTED CELLS

STONE VENEER BEYOND

8" CMU BEYOND

CONTINUOUS VAPOR
BARRIER-TYP.

CONCRETE
FOUNDATION WITH
REINFORCING

SLOPE

REFER TO S-203 FOR GLULAM
PROVILES AND CAMPFERS, TYP.
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B E

FRP DOOR AND
FRAME W/ SIGHTLESS

LOUVER

COILING DOOR WITH
HOOD

A

H.M. DOOR AND
FRAME

7
'-
4
"

7
'-
0
"

4
"

H.M. DOOR WITH
TEMPERED GLASS

SIDELITE

D

7
'-
4
"

7
'-
0
"

4
"

7
'-
4
"

7
'-
0
"

4
"

3'-4"

2" 3'-0" 2"

4'-4"

2" 4'-0" 2" 2" 3'-0" 2"

3'-4"

8
'-
0

" 
O

P
E

N
IN

G

M
A

N
F

. 
S

T
D

.

MANF. STD.

8'-4" OPENING

MANF. STD.

2
'-
1

0
"

4
'-
6

" 
O

P
E

N
IN

G
M

A
N

F
. 
S

T
D

.

F

COILING SHUTTER
WITH HOOD

C

H.M. DOOR AND FRAME W/
SIGHTLESS LOUVER ALL

DOORS, EXCEPT DOOR 106-FRP
DOOR AND FRAME W/
SIGHTLESS LOUVER

1'-5" 1'-6" 1'-5"

9
 5

/8
"

2
'-
8
"

11" 1'-6" 11"

9
 5

/8
"

2
'-
8
"

MANF. STD.

6'-0" OPENING
MANF. STD.D1

A-501

C1

A-501

B5

A-501

A5

A-501

D1

A-501

C1

A-501

A1

A-502

D3

A-501

B5

A-501

A5

A-501

B3

A-501

B4

A-501

7
'-
4
"

3
'-
4
"

3
'-
8
"

4
"

6'-0"

2" 2'-6" 2" 3'-0" 2"

D2

A-501

C2

A-501

C1

A-502
B2

A-501

SOLID SURFACE
TRANSACTION COUNTER

R
M

. 
1
0
1

3
'-
4
" 

@
4

'-
0
"

4'-0"

1

WINDOW

6'-0"

4
'-
0
"

3
'-
4
"

2

SIGHTLESS
ALUMINUM LOUVER

ALUMINUM WINDOW WITH
TEMPERED GLAZING

C4

A-501

F.F.E. = 0'=0"

C5

A-501

D5

A-501

C3

A-501

A
L
L
 O

T
H

E
R

S

4
'-
8

".
 @

4
'-
8

".
4

'-
0
"

3'-4 1/2".

3

DECORATIVE
ALUMINUM LOUVER

R
M

. 
1
0

4
 &

 1
0
6

3
'-
4
" 

@
4

'-
0
"

4'-8".

4

DECORATIVE
ALUMINUM LOUVER

A4

A-501

A4

A-501

D4

A-501

D4

A-501

A
L
L
 O

T
H

E
R

S

4
'-
8

".
 @

SEALANT BOTH
SIDES, TYP.

H.M. DOOR FRAME,
GROUT SOLID

DOOR PER SCHEDULE

BULLNOSE CMU,
BOTH SIDES

8" CMU W/ GROUTED
CELLS, AND REINFORCING

4
"

1" 5 3/4" 1"

SINGLE OR DOUBLE BOND
BEAM WITH #5 BARS, REFER
TO S-102 FOR LOCATIONS

7 5/8"

8" CMU W/ GROUTED
CELLS, AND REINFORCING

SEALANT BOTH
SIDES,

H.M. DOOR FRAME,
GROUT SOLID

DOOR PER
SCHEDULE

BULLNOSE CMU,
BOTH SIDES

H.M. DOOR FRAME
ANCHOR

2
"

1" 5 3/4" 1"

4
"

1 1/4" 5 3/4" 5"

SEALANT BOTH
SIDES,

H.M. DOOR FRAME,
GROUT SOLID

DOOR PER
SCHEDULE

BULLNOSE CMU

MASONRY VENEER WITH
REINFORCING

3/4" AIR SPACE

THRU-WALL FLASHING
W/ MORTAR NET

WEEPS @ 24" O.C.

3 5/8"

DOUBLE BOND BEAM WITH
TWO #5 BARS & STEEL
ANGLE, REFER TO S-102

3/4"

7 5/8"

WOOD BLOCKING

8" CMU W/ GROUTED CELLS AND
REINFORCING

SEALANT BOTH
SIDES,

H.M. DOOR FRAME,
GROUT SOLID

DOOR PER
SCHEDULE

BULLNOSE CMU,
BOTH SIDES

H.M. DOOR FRAME
ANCHOR

2
"

1 1/4" 5 3/4" 5"

MAONSRY VENEER WITH
REINFORCING

3/4" AIR SPACE

WOOD BLOCKING

3 5/8" 3/4" 7 5/8"

HSS WITH BOTTOM PLATE

THRU WALL FLASHING W/
MORTAR NET

WEEPS @ 24" O.C.

STONE VENEER

8" CMU W/ GROUTED & REINFORCED CELLS

COILING OVERHEAD DOOR WITH HOOD

SCRATCH COAT

8" CMU W/ GROUTED
CELLS AND REINFORCING

MASONRY  VENEER WITH
REINFORCING

SIGHTLESS PRE-FINISHED ALUM.
LOUVER W/ INSECT SCREEN

CONTINUOUS THRU WALL
FLASHING WITH MORTAR NET

SEALANT, BOTH
SIDES, TYP.

WEEPS @ 24" O.C., TYP

3/4" AIR SPACE

BULLNOSE CMU, TYP.

WOOD BLOCKING, TYP.

SLOPE TOP OF MASONRY
COURSE, TYP.

SEALANT, BOTH SIDES, TYP.

SOLID  CMU WITH BULLNOSE

8" 4"

CONTINUOUS THRU WALL
FLASHING WITH MORTAR NET

WEEPS @ 24" O.C., TYP

FLASHING WITH DRIP
EDGE

DOUBLE BOND BEAM WITH
TWO #5 BARS & STEEL
ANGLE, REFER TO S-102

7 5/8"
3/4"

3 5/8"

8" CMU W/ GROUTED &
REINFORCED CELLS

SEALANT BOTH
SIDES, TYP.

BULLNOSE CMU

BRICK VENEER WITH
REINFORCING

3/4" AIR SPACE

WOOD BLOCKING

SIGHTLESS PRE-FINISHED ALUM.
LOUVER W/ INSECT SCREEN

7 5/8" 3/4" 3 5/8"

DIM TO CENTER OF LOUVER

8" 4"

ALUMINUM STOREFRONT WINDOW FRAMING

BRICK VENEER WITH REINFORCING

CONTINUOUS THRU WALL
FLASHING WITH MORTAR NET

WEEPS @ 24" O.C.

SEALANT, BOTH SIDES, TYP.

WOOD BLOCKING

CAST STONE BAND REFER
TO PROFILE A ON A5/A-502

SOLID CMU WITH
BULLNOSE

3/4" AIR SPACE

BRICK SOLDIER COURSE

SEALANT, BOTH SIDES, TYP.
5 3/4" 4 1/2" 1 3/4"

CONTINUOUS THRU WALL
FLASHING, PROVIDE REGLET.
WITH MORTAR NET

1/2"

SOAP COURSE CMU

WEEPS @ 24" O.C.

DOUBLE BOND BEAM WITH
TWO #5 BARS & STEEL
ANGLE, REFER TO S-102

7 5/8"
3/4"

3 5/8"

8" CMU W/ GROUTED
CELLS AND REINFORCING

SEALANT BOTH
SIDES,

ALUMINUM
STOREFRONT
WINDOW FRAMING

BULLNOSE CMU

BRICK VENEER WITH
REINFORCING

3/4" AIR SPACE

WOOD BLOCKING

5 3/4" 4 1/2" 1 3/4"

7 5/8"
3/4"

3 5/8"

SEALANT BOTH SIDES, TYP.

FRP DOOR FRAME

FRP DOOR REFER
TO SCHEDULE

BULLNOSE CMU

MASONRY VENEER WITH
REINFORCING

1 1/4" 5 3/4" 5"

4
"

3/4" AIR GAP

WEEPS @ 24" O.C.

THRU WALL FLASHING
W/ MORTAR NET

DOUBLE BOND BEAM WITH
TWO #5 BARS & STEEL
ANGLE, REFER TO S-102

WOOD BLOCKING

3 5/8"

3/4"

7 5/8"

8" CMU W/ GROUTED CELLS AND
REINFORCING

SEALANT BOTH
SIDES, TYP.

FRP DOOR FRAME

FRP DOOR REFER
TO SCHEDULE

BULLNOSE CMU, BOTH SIDES

2
"

1 1/4" 5 3/4" 5"

MASONRY VENEER WITH
REINFORCING

3/4" AIR SPACE

WOOD BLOCKING

3 5/8"

3/4"

7 5/8"

SEALANT BOTH SIDES, TYP.

H.M. DOOR FRAME
GROUT SOLID

DOOR REFER TO SCHEDULE

BULLNOSE CMU

BRICK VENEER WITH
REINFORVING

3/4" AIR GAP

WEEPS @ 24" O.C.

THRU WALL FLASHING
W/ MORTAR NET

1 1/4" 5 3/4" 5"

BRICK SOLDIER COURSE

DOUBLE BOND BEAM WITH
TWO #5 BARS & STEEL
ANGLE, REFER TO S-102

WOOD BLOCKING

1/2"
3 5/8"

3/4"
7 5/8"

8" CMU W/ GROUTED CELLS AND
REINFORCING

SEALANT BOTH
SIDES, TYP.

H.M. DOOR FRAME,
GROUT SOLID

BULLNOSE CMU

1 1/4" 5 3/4" 5"

BRICK VENEER WITH
REINFORCING

3/4" AIR SPACE

WOOD BLOCKING

H.M. DOOR FRAME
ANCHOR

3 5/8"

3/4"

7 5/8"

M
in

.

2
"

8" CMU W/ GROUTED CELLS
AND REINFORCING

CULTURED STONE VENEER

SECTION DOOR

SCRATCH COAT

8" CMU W/ GROUTED
CELLS AND REINFORCING

MASONRY  VENEER WITH
REINFORCING

SIGHTLESS PRE-FINISHED ALUM.
LOUVER W/ INSECT SCREEN

CONTINUOUS THRU WALL
FLASHING WITH MORTAR NET

SEALANT, BOTH
SIDES, TYP.

WEEPS @ 24" O.C., TYP

3/4" AIR SPACE

WOOD BLOCKING, TYP.

SEALANT, BOTH SIDES, TYP.

8" 4"

CONTINUOUS THRU WALL
FLASHING WITH MORTAR NET

WEEPS @ 24" O.C., TYP

FLASHING WITH DRIP
EDGE

8 3/8" 3 5/8"

8" CMU W/ GROUTED &
REINFORCED CELLS

SEALANT BOTH
SIDES, TYP.

BRICK VENEER WITH
REINFORCING

3/4" AIR SPACE

WOOD BLOCKING

SIGHTLESS PRE-FINISHED ALUM.
LOUVER W/ INSECT SCREEN

7 5/8" 3/4" 3 5/8"

8" 4"
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Door, Window, and
Louver Details

Double Oaks

May 09, 2015

Family Aquatic Center

Door Types

Window Types

 1 1/2" = 1'-0"

Interior Door Head
D1

 1 1/2" = 1'-0"

Interior Door Jamb
C1

 1 1/2" = 1'-0"

Exterior Door Head
D2

 1 1/2" = 1'-0"

Exterior Door Jamb
C2

 1 1/2" = 1'-0"

Coiling Door Head
D3

 1 1/2" = 1'-0"

Louver Head and Sill
C4 1 1/2" = 1'-0"

Louver Jamb
C3  1 1/2" = 1'-0"

Window Head and Sill
C5

 1 1/2" = 1'-0"

Window Jamb
D5

 1 1/2" = 1'-0"

FRP Door Head
B5

 1 1/2" = 1'-0"

FRP Door Jamb
A5

 1 1/2" = 1'-0"

Door Head
B3  1 1/2" = 1'-0"

Door Jamb
B4 1 1/2" = 1'-0"

Coiling Door Jamb
B2

 1 1/2" = 1'-0"

Decorative Louver Head and Sill
A4

 1 1/2" = 1'-0"

Decorative Louver Jamb
D4



2'-6"  .

6"  . 1'-0" 1'-0" 1'-1"

3/4" SOLID SURFACE COUNTER
ON 3/4" PLYWOOD SUBSTRATE

8" CMU W/ REINFORCING
AND GROUTED CELLS

WOOD NAILER

3/4" AIR SPACE

SOLDIER COURSE BRICK

BRICK VENEER WITH REINFORCING

THRU WALL FLASHING
W/ MORTAR NET

WEEPS @ 24" O.C.

8" CMU W/ REINFORCING
AND GROUTED CELLS

3/4" AIR SPACE

PAINT UNDERSIDE OF
COUNTER, TYP.

2x WOOD BLOCKING AS REQUIRED

1x6 DOUGLAS FIR TRIM, TYP.

METAL FLASHING WITH REGLET

OVERHEAD
SHUTTER HOOD

OVERHEAD SHUTTER
DOOR AND TRACK

RETURN BRICK @ JAMB, TYP.

RETURN STONE @ JAMB, TYP.
(NO OVERHANG)

1/2"
3 5/8"

3/4"
7 5/8"

STEEL BEAM WITH
BOTTOM PLATE

CMU SOAP COURSE

4
'-
6
"

3
"

2
'-
1
0
"

8
"

1'-4"

PRE-ENGINEERED CANOPY,
REFER TO C5/A-102 FOR SIMILAR
DETAIL

1'-4"

1
'-
4
"

BULLNOSE

PAINT ALL EXPOSED SURFACES

(2) ROW 8" SMU SLUSH FULL

#5 @ 16" O.C.

1/2" EXPANSION JOINT

4" REINFORCED
CONCRETE SLAB

CONTINUOUS VAPOR
BARRIER-TYP.

COMPACTED CRUSHED
AGGREGATE, TYP.

2'-0"

4
"

4
"

A1

A-502

BRICK VENEER WITH REINFORCING

3/4" AIR GAP

SOLID SURFACE COUNTER W/ INTEGRAL
BACKSPLASH AND SIDESPLASH, OVER
3/4" PLYWOOD BELOW

STONE SILL BELOW

RETURN BRICK @ JAMB, TYP.

8" CMU W/ REINFORCING
AND GROUTED CELLS

2'-6"  . 1'-11 5/8" 5 3/8"

6"  . 1'-0" 1'-0"

6
" 

.
1

'-
0
"

1
'-
0
"

1
'-
1
"

DIE BACKSPLASH INTO COUNTER
SHUTTER FRAME, TYP.

3'-0"
2" MIN.

OVERHEAD SHUTTER DOOR, TYP

RETURN STONE SILL
BELOW @ JAMB, TYP.
STONE (NO OVERHANG)

5
"

4 1/4"

5/8" TYP.

LINE OF MASONRY BELOW

CHAMFER TOP OF STONE

1/2"

A

DRIP EDGE

3
 7

/8
"

3
 5

/8
"

1" TYP.

LINE OF MASONRY BELOW

SLOPE TOP OF STONE

DRIP EDGE

B

LINE OF MASONRY

CONTINUOUS SEALANT

3
 5

/8
"

4
"

LINE OF MASONRY BELOW

SLOPE TOP OF STONE

DRIP EDGE

C 1" TYP.

CONTINUOUS FLASHING

1" TYP.

CONTINUOUS FLASHING

CONTINUOUS FLASHING

3
'-
0
"

2'-2 3/4"

8" CMU W/
REINFORCING
AND GROUTED
CELLS

MASONRY VENEER, WITH
REINFORCING REFER TO
FOR VENEER PROFILE

1" AIR SPACE

MASONRY COLUMN TO CONCEAL
CANOPY DOWNSPOUT.  REFER TO
A1/A-302 & C-200 FOR CONTINUATION.

/B2 A-201

8" 2'-0"

GROUT ALL VOIDS
SOLID BELOW GRADE

4" REINFORCED
CONCRETE SLAB

WEEPS @ 24" O.C.

THRU WALL FLASHING
W/ MORTAR NET

FOUNDATION DRAIN

COMPACTED CRUSHED
AGGREGATE, TYP.

WATER PROOFING

12" CONCRETE FLOOR
W/ REINFORCING

CONTINUOUS VAPOR
BARRIER-TYP.

WATER STOP, TYP.

8" CONC. WALL W/
REINFORCING

MASONRY VENEER
WITH REINFORCING

2
'-
8
"

3/4" AIR GAP

1/2" EXPANSION JOINT

SLOPE 1/2"

BENCH REFER TO A2/A-502
FOR ADDITIONAL INFORMATION

4" REINFORCED CONCRETE
SLAB

8" CMU W/ REINFORCING
AND GROUTED CELLS

STONE VENEER START
BEHIND SLOPED LOCKER TOP

WEEPS @ 24" O.C.

THRU WALL FLASHING
W/ MORTAR NET

EXPANSION JOINT, TYP.

4" CMU

FOUNDATION DRAIN

3-TIER SOLID HDPE LOCKERS

STONE VENEER

GROUT ALL VOIDS
SOLID BELOW GRADE

SLOPED TOP

3/4" AIR SPACE

SLOPE 1/2"

FLASHING ABOVE LOCKER

COLOR 1 - CMU VENEER

COLOR 2 - CMU VENEER

@
 6

'-
0

' D
E

C
O

R
A

T
IV

E
 F

E
N

C
E

6
'-
8
"

CAST STONE CAP REFER TO PROFILE C ON DETAIL A5/A-502

PILASTER REFER TO D2 THIS SHEET FOR SECTION, REFER TO
CIVIL DRAWINGS FOR LOCATIONS (ALTERNATE #5)

O.C., TYPICAL
4" MAX SPACING,

4" CONCRETE SLAB W/ REINFORCING

1/2" EXPANSION JOINT, TYP.

VOID FOR OWNER PROVIDED CASH DRAWER

PLASTIC LAMINATE VENEER
OVER 3/4" PLYWOOD

2" GROMMET, TYP.

GROUT ALL VOIDS
SOLID BELOW GRADE

GROUT MASONRY
SOLID BELOW GRADE

BRICK VENEER W/
REINFORCING

3/4" AIR SPACE

WOOD BLOCKING AS REQUIRED, TYP.

THRU WALL FLASHING
W/ MORTAR NET

WEEPS @ 24" O.C.

4
"

3
"

4
"

6
" 

 .
1

'-
5

" 
 .

4
"

2
'-
1

0
"

THRU WALL FLASHING
W/ MORTAR NET

CAST STONE REFER TO
PROFILE "A"/A5 A-502

3/4" SOLID SURFACE COUNTER
W/ BACKSPLAH AND SIDESPLASH
WHER APPLICABLE ON 3/4"
PLYWOOD SUBSTRATE

PULLS

WOOD NAILER

4"

2'-0"

3/4" 2'-0 1/4"

RUBBER BASE

CONTINUOUS VAPOR BARRIER

1
'-
7
 5

/8
"

1'-7 5/8"

MASONRY VENEER GROUTED
SOLID, WITH REINFORCING
REFER TO
FOR VENEER PROFILE

/B2 A-201

(ALTERNATE #5)

COMPACTED CRUSHED
AGGREGATE, TYP.

EXPANSION JOINT, TYP.

MASONRY VENEER WITH FULLY
GROUTED CELLS WITH
VERTICAL AND HORIZONTIAL
REINFORCING, REFER TO
D1/A-502 FOR MASONRY PROFILE

4" REINFORCED CONCRETE SLAB
OR FINISHED GRADE REFER TO
CIVIL

WEEPS

THRU WALL FLASHING

GROUT ALL VOIDS SOLID
BELOW GRADE, TYP.

CONTINUOUS THRU WALL
FLASHING

CAST STONE CAP REFER TO
PROFILE C, THIS SHEET

C2

A-502

.

8'-0"

4
'-
0
"

DOUBLE OAKS FAMILY AQUATIC CENTER

3
"

6
"

1
 1

/2
"

2
'-
6
"

1
 1

/2
"

3
" 

 .

3
" 

B
O

R
D

E
R

*ELECTRONIC IMAGE OF RENDERING
PROVIDED BY ARCHITECT

GENERAL CONTRACTOR LOGOARCHITECT LOGO
PROVIDED BY ARCHITECT

OWNER PROVIDED
ELECTRIC ARTWORK

2
'-
8
"

4
 5

/8
"

3
 1

/4
"

1
 5

/8
"

4
 1

/2
"

4
 5

/8
"

2
 1

/4
"

1
 1

/2
"

2
 1

/4
"

2
 7

/8
"

2
 1

/4
"

2
 3

/8
"

4'-8"

2
"

1
'-
1
"

2" 1'-1" 3 1/2"

OWNER PROVIDED
ELECTRIC ARTWORK

ALUMINUM PANEL SIGN,
COORDINATE FINAL LANGUAGE
WITH OWNER
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Details

Double Oaks

May 09, 2015

Family Aquatic Center

 1 1/2" = 1'-0"

Section @ Transaction Window Detail
A1  1" = 1'-0"

Bench Detail - Typ.
A2

 1" = 1'-0"

Trasaction Window Jamb Detail
C1

 1 1/2" = 1'-0"

Cast Stone Profiles
A5

 1" = 1'-0"

CMU Column Detail
B2  3/4" = 1'-0"

Section @ Backwash Pit
B4 3/4" = 1'-0"

Section @ Exterior Lockers
B3

 1/2" = 1'-0"

Typical Decorative Fence Elevation
D1

 1 1/2" = 1'-0"

Casework Section
C4 1 1/2" = 1'-0"

Pilaster @
Decorative Fence

C2

 1/2" = 1'-0"

Pilaster Section (Alternate #5)
D2

 1" = 1'-0"

Construction Sign
A3

 1" = 1'-0"

Signage Panel
D3
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